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City Depot Lorry Wash

City depot lorry wash Legionelle control carried out by contractors 

Freeston Water Treatment; servicing carried out by contractors 

WNV systems.



Lorry Wash System Break Tank

The Break Tank is being dosed with BC60 biocide this then serves 

the lorry wash system; this tank is supplied by the underground rain 

water harvesting tank or mains water service.



Internal View of Break Tank

The Internal view of the lorry wash break tank was seen to be in a

fair condition at the time of this 2018 review; slight sediment on the

base. No record was seen to indicate when this break tank was last

cleaned and disinfected; recommend this is carried out at least

annually.



Automatic Dosing of BC 60

The BC60 biocide water treatment is being dosed into the lorry

wash system break tank thus serving the wash system; chemicals

is housed in a bund to prevent spillage; ensure COSHH data

sheets are at hand for chemicals. Remove empty containers from

site.



Sodium Hypochlorite

The Sodium Hypochlorite being dosed into the wash sump area

should be housed in a bund incase of leakages or spills; ensure

COSHH data sheets are close at hand to the chemicals.



Lorry Wash Tank No.1

Internal view of tank No.1 ensure this tank is cleaned and

disinfected at least on an annual basis.



Tank No.2

Internal view of tank No.2 ensure this tank is cleaned and

disinfected at least on an annual basis.



Tank No.3

Internal view of tank No.3 ensure this tank is cleaned and

disinfected at least on an annual basis.


